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PLEASE READ THIS THOROUGHLY BEFORE USING THE NELSON SR 150 GUN 
The Nelson SR 150 gun is adjusted for Danish environmental conditions from the factory and is ready 
to be used after taking care of the following the points: 
 
1) To mount the Nelson SR 150 gun. Fit the gasket and mount the gun with the six enclosed bolts.  
2) Choose the size of nozzle that fit your purpose and mount it. The performance of the different  
     sizes is shown in the table below. 
3) Adjust the stop impact on the part circle to get the wanted  
    irrigation circle. 
 
 
Adjusting: 
The only thing you can adjust is the counterweight on the driving 
arm. By moving the counterweight forward, the gun irrigates slowly 
from side to side, and by moving the counterweight backwards, it  
irrigates more quickly. 
If the gun doesn’t irrigate quickly enough, the brake springs (no. 
778474) can be dismounted in pairs. Please contact the service  
department.   
 
WARNING: NEVER ADJUST WHILE THE GUN IS OPERATING! 
 
DANGER: HIGH WATER PRESSURE – KEEP YOUR DISTANCE! 
 

TABEL FOR NELSON SR 150 
 

Fasterholt Maskinfabrik A/S 

Table for FM – irrigation machines 

 

 

Nelson 
SR 150 

Conic nozzle 

Nozzle 
pres-
sure 

in bar 

Water 
con-

sump-
tion 

m³/h. 

Spread 
width in 

m. 

Irrigated area in hectare per in pull with a hose length of: 
 
 450m       500m      550m     600m       700m      800m      900m    1000m 

Speed per hour: 
 10m      15m     20m      25m      30m     35m     40m      45m     50m      55m    60m 

Approx. precipitation in mm. 
 

 
ø 17,80 mm 

(0,70") 

 

3,5 
4,0 

23,0 
24,6 

60,8 
63,7 

2,9 
3,0 

3,2 
3,3 

3,5 
3,6 

3,8 
3,9 

4,4 
4,6 

5,0 
5,2 

5,6 
5,9 

6,2 
6,5 

38 
39 

25 
26 

19 
19 

15 
15 

13 
13 

11 
11 

9 
10 

8 
9 

7 
8 

6 
7 

5 
6 

5,0 
6,0 

27,5 
30,1 

68,3 
71,8 

3,2 
3,4 

3,6 
3,7 

3,9 
4,1 

4,2 
4,5 

4,9 
5,2 

5,6 
5,9 

6,3 
6,6 

7,0 
7,3 

40 
42 

27 
28 

20 
21 

16 
17 

13 
14 

12 
12 

10 
10 

9 
9 

8 
8 

7 
7 

6 
6 

 
ø 20,30 mm 

(0,80") 
3,5 
4,0 

29,8 
31,9 

65,6 
68,5 

3,1 
3,2 

3,4 
3,6 

3,7 
3,9 

4,1 
4,2 

4,7 
4,9 

5,4 
5,6 

6,1 
6,3 

6,7 
7,0 

45 
47 

30 
31 

23 
23 

18 
19 

15 
16 

13 
13 

11 
12 

10 
11 

9 
10 

8 
9 

7 
8 

5,0 
6,0 

35,7 
39,1 

73,3 
77,4 

3,4 
3,6 

3,8 
4,0 

4,2 
4,4 

4,5 
4,8 

5,3 
5,6 

6,0 
6,3 

6,7 
7,1 

7,5 
7,9 

49 
51 

33 
34 

24 
25 

20 
20 

16 
17 

14 
14 

12 
13 

11 
12 

10 
11 

9 
9 

8 
8 

 
ø 22,90 mm 

(0,90") 
3,5 
4,0 

37,8 
40,4 

70,4 
73,3 

3,3 
3,4 

3,7 
3,8 

4,0 
4,2 

4,4 
4,5 

5,1 
5,3 

5,8 
6,0 

6,5 
6,7 

7,2 
7,5 

54 
55 

36 
37 

27 
28 

22 
22 

18 
18 

15 
16 

13 
14 

12 
13 

11 
11 

9 
9 

8 
8 

5,0 
6,0 

45,2 
49,5 

78,9 
83,2 

3,7 
3,9 

4,1 
4,3 

4,5 
4,7 

4,9 
5,2 

5,7 
6,0 

6,5 
6,8 

7,3 
7,6 

8,0 
8,5 

57 
59 

38 
40 

29 
30 

23 
24 

19 
20 

16 
17 

14 
15 

13 
13 

11 
11 

9 
9 

8 
8 

 
ø 25,40 mm 

(1,00") 
3,5 
4,0 

46,9 
50,1 

76,0 
78,2 

3,6 
3,7 

4,0 
4,1 

4,3 
4,5 

4,7 
4,8 

5,5 
5,6 

6,2 
6,4 

7,0 
7,2 

7,8 
8,0 

62 
64 

41 
43 

31 
32 

25 
26 

21 
21 

18 
18 

15 
16 

13 
14 

11 
12 

9 
10 

8 
8 

5,0 
6,0 

56,0 
61,3 

84,0 
88,0 

3,9 
4,1 

4,4 
5,6 

4,8 
5,0 

5,2 
5,5 

6,0 
6,3 

6,9 
7,2 

7,7 
8,1 

8,6 
9,0 

67 
70 

44 
46 

33 
35 

27 
28 

22 
23 

19 
20 

17 
17 

15 
15 

13 
13 

11 
11 

9 
9 

 
ø 27,90 mm 

(1,10") 
3,5 
4,0 

57,1 
61,0 

80,8 
83,2 

3,8 
3,9 

4,2 
4,3 

4,6 
4,7 

5,0 
5,2 

5,8 
6,0 

6,6 
6,8 

7,4 
7,6 

8,2 
8,5 

71 
73 

47 
49 

35 
37 

28 
29 

24 
24 

20 
21 

18 
18 

16 
16 

14 
14 

12 
12 

10 
10 

5,0 
6,0 

68,2 
74,7 

88,8 
93,6 

4,2 
4,4 

4,6 
4,9 

5,1 
5,3 

5,5 
5,8 

6,4 
6,7 

7,3 
7,6 

8,1 
8,6 

9,0 
9,5 

77 
80 

51 
53 

38 
40 

31 
32 

26 
27 

22 
23 

19 
20 

17 
18 

15 
16 

13 
14 

11 
12 

 
ø 30,50 mm 

(1,20") 
3,5 
4,0 

68,3 
73,0 

84,0 
87,2 

3,9 
4,1 

4,4 
4,5 

4,8 
5,0 

5,2 
5,4 

6,0 
6,3 

6,9 
7,1 

7,7 
8,0 

8,6 
8,9 

81 
84 

54 
56 

41 
42 

33 
34 

27 
28 

23 
24 

20 
21 

18 
19 

16 
17 

14 
15 

12 
13 

5,0 
6,0 

81,7 
89,5 

93,6 
98,4 

4,4 
4,6 

4,8 
5,1 

5,3 
5,6 

5,8 
6,1 

6,7 
7,0 

7,6 
8,0 

8,6 
9,0 

9,5 
10,0 

87 
91 

58 
61 

44 
45 

35 
36 

29 
30 

25 
26 

22 
23 

20 
21 

18 
18 

15 
15 

13 
13 

 
ø 33,00 mm 

(1,30") 
3,5 
4,0 

80,1 
85,7 

88,0 
91,2 

4,1 
4,3 

4,6 
4,7 

5,0 
5,2 

5,5 
5,7 

6,3 
6,5 

7,2 
7,4 

8,1 
8,4 

9,0 
9,3 

91 
94 

61 
63 

46 
47 

36 
38 

30 
31 

26 
27 

23 
23 

21 
21 

18 
18 

15 
15 

13 
13 

5,0 
6,0 

95,8 
105,0 

96,8 
102,4 

4,5 
4,8 

5,0 
5,3 

5,5 
5,8 

6,0 
6,3 

6,9 
7,3 

7,9 
8,3 

8,9 
9,4 

9,8 
10,4 

99 
103 

66 
68 

49 
51 

40 
41 

33 
34 

28 
29 

25 
26 

22 
23 

19 
20 

16 
17 

13 
14 
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Important!!! 

 
READ THOROUGHLY BEFORE YOU START USING 

YOUR IRRIGATOR! 
 
Operator instructions for Fasterholt  
FM48-4900H with double pump. 
 
Having purchased a Fasterholt irrigator, you have got a 
Danish quality irrigator. But even the best of machines 
only yield top results, when it is used and operated cor-
rectly. 
 
To maintain the machine directive – in accordance with 
EU agreement, it is necessary and important only to use 
original spare parts. Otherwise the agreement cannot be 
observed, and the safety will be entirely your own re-
sponsibility. 
 
This irrigator is produced to use clean water from a drill-
ing or a stream. 
 
1. Safety guidelines and warnings 
 
- Staying on the machine during irrigation and transport 
 is prohibited! It is dangerous! 
 
- The shields are mounted for your safety – do not  
 remove them! 
 
- Remember to re-tighten the wheel bolts. 
 
- When starting the machine in slope terrain, be very 
 careful NOT to disconnect the tractor from the  
 machine until it is in gear. Otherwise the machine  
 might run away. 
- If a rear wheel is dismounted, the machine must be  
 VERY solidly chocked up. If it tilts, it will turn over 
 on the side. 

 
 

 
 
- Emergency stop of the machine is done by pulling the  
 wire to the clamp – or pressing STOP on Constant 
 rain/Programme rain. 
 
- The gun must point sideways while the machine i 
 placed in position. 
 
- STEP ASIDE when the gun is working. 
 
- WARNING against any contact with electric wires  
 from machine or jet of water. Avoid irrigation on or 
 close to power lines. 
 
- During transportation on rough road or field always 
 drive very carefully minding the conditions. 
 
- Maximum pace during transportation with water in the 
 hose is 15 km/h. 
 
- Always use chocks mounted by the rear wheels when  
 parking the machine. 
 
- DANGER! Avoid welding on painted areas. I case of   
    welding all paint must first be removed from the  
  welding area. 
Avoid inhaling of grind dust. 
Hydraulic oil can be damaging to your health 
 be cause: 
Contact with skin can cause allergy 
Inhalation of oil fumes can cause lung deceases 
If a leak is found in the hydraulic system, stop the 
      machine and repair the leak immediately. 
Leak of oil under high pressure is dangerous,  
      because a jet of oil can cut into skin, eyes i.e. 
Oil from a working machine is at least 70 degrees   
      Celsius. This can cause risk of scalding. 
 
IMPORTANT! Maximum recharge effect on the battery is 
2 ampere. Recharging with more than 2 ampere might 
cause cracking the battery. The battery must be re-
charged at a temperature between 0 and 40 degrees 
Celsius. Never place the battery in a closed container 
while recharging. During the winter season the battery 
must be dismounted and kept indoor fully recharged at a 
dry place. 
- Avoid sparks and flames on and close to the battery. 
- Avoid short-circuiting the battery. 
- Never disassemble the battery. 
- If contact with sulphuric acid from the battery,  
 immediately wash with water. If the acid gets in con-     
 tact with eyes, wash thoroughly with water and see a  
 doctor immediately. 
- Mind the battery cabinet. If there is any cracks,  
 deformity or leak from electrolyte, the battery should 
 be changed immediately. 
- If the battery is dirty, it should be cleaned. 
 
Disposal of oil waste: 
-    If oil waste is observed, it must be cleansed with      
cloths or oil absorbing powder. Products, cloths and 
powder from the oil waste must be kept in closed metal 
containers and delivered at the local waste site. 
- Batteries, tyres, hoses and other parts from the irrigator  
should be disposed at an approved waste site.  
 
 
 

WARNING !! 
 

 

 

 

 

 

 

 

 
When dismounting a wheel 

USE A JACK! 



A/S Fasterholt Maskinfabrik 

3 
 

 
2. Starting the FM48-4900H with double pump 
 
Drive the machine to the field in transportation position. 
When the machine is at the crop that needs irrigation, 
disconnect the tractor from the front draw. Connect the 
tractor to the rear draw. The plug for electric brake is 
mounted in socket to get light on the tractor. Now turn 
into the crop and stop. 
Release the stop pawl by the hose drum. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The stop pawl by the hose drum must be released 
while laying out the hose. 
 
Remember! When starting the machine in slope terrain, 
be very careful NOT to disconnect the tractor from the 
machine until it is in gear. Otherwise the machine might 
run away. 

 
 
 
 
       
 

 
Ground spear 

 
Secure the hose chains with the long ground spears. 
Lower the draw pole over the hose and release the safety 
stop to make the hose roll run on the hose. 
 
Drive the machine in position at maximum 5 km/h, to 
make sure that the electric brake can keep the hose tight. 
If the hose isn’t laid straight out, be very observant that 
the hose constantly is tight on the hose drum. 
 
Notice that the machine should be driven all out at 
least every third time. Before driving the machine in po-
sition, reset the Constant rain/Programme rain to zero 
point. Pressing the tip switch, which is mounted on the 
side of the electric box, upwards, does this.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
While driving the machine into position, the tip switch 
must be centred. This way it cannot reset. When in  
position, press the tip switch downwards to make the 
machine run. 
 
REMEMBER! Always press the tip 
switch downwards when ready to irri-
gate, otherwise the machine cannot run. 
 
 
3. Preparing the machine to irrigate 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                 
SAFETY STOP 
                             
                          When irrigating                                
 
                          
 
 
                     When transporting                                
                             
 
 
 
                                 
                             Ved transport  
                                      



A/S Fasterholt Maskinfabrik 

4 
 

 
The stop pawl by the hose drum is set on action. 
REMEMBER to release the electric brake and remove 
the plug from the tractor. 

 
 
 
Remember to close the cock to coupling (Pull out  
handle “1”) and couple with the clutch handle. (Press 
handle “2”). Mount the feed hose on the hydrant. After-
wards open hydrant, start the pump and begin irrigation.   
To start irrigation check operator instructions on 
CONSTANT RAIN/PROGRAMME RAIN. 
Set machine in gear. (Remember to choose the right 
gear according to the speed you want to drive. (Check 
the table underneath or on the machine if electric stee-
ring.)  
 
 
 
  
  
 
 
 
 
 
    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
4. Prepare the machine after irrigation 
 
After having finished irrigation, the cock by the circulation 
is pressed in (Press handle “1” in) to get gearbox out of 
gear. (Pull out handle “2”). If there are tensions in rear 
axle assembly, turn the entry axle with an open-ended 
spanner to release the coupling. 
 
REMEMBER the coupling must always be released 
when the machine doesn’t operate. (Pull back the 
cock to coupling). 
 
5. Maintenance 
 
Once every week: 
Make sure that there is no water in the oil on the rear 
axle assembly or the hydraulic system. Steering gear, 
roller chain for hose steering, roller chain for forward pull 
and cross track axle for hose steering must be greased in 
water-repellent grease. 
 
Control of tyre pressure: 
Air pressure in rear wheels: FM4800H: 2.9 bar 
                               FM4900H: 2.3 bar  
    
Air pressure in front wheels: FM4800H: 4.1 bar 
                                FM4900H: 4.7 bar  
 
Make sure that front and rear pull are simultaneous. 
 
 
The filter by the outtake to turbine is cleansed when 
necessary. 
 
 

 
Make sure that the hose lies correct on the hose drum. 
Remember frequently to control steering bug in hose 
steer. 
 
Remember to tighten the wheel bolts frequently. 
Tightening of bolt in rear wheels: 450 Nm  
Tightening of bolts in front wheels: 330 Nm  
 
 
 

1.GEAR 
20-30 metres 
per hour 

2.GEAR 
28-50 metres 
per hour 

3.GEAR 
50-80 metres 
per hour 
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NOTICE: 
The battery must be recharged once a month  
during season to maintain full effect and extend life span. 
 
6. Winter preparation 
 
Empty the machine for water: 
The machine is only emptied by the use of air. Always 
use a special compressor to empty the machine. 
 
REMEMBER!! 
Open filter by the coupling 
 
       Open the cock in the bottom of the turbine 
 
 
 

    
 
On machines with stop for high-pressure press START 
button, to open the main valve and to let the water run 
out by itself. (Dismount wire to battery so that the stop 
valve does not close). 
 
The battery is dismounted and not mounted again 
until the next time the machine is used.  
 
Greasing of: 
Front wheel hub, front wheel spindle, hose steer, bearing 
on hose steer and big wheel. 
 
Oil in rear axle assembly and hydraulic tank is checked 
for water. The oil in rear axle assembly and flat gear 
should be checked every 1000 hours. Hydraulic oil and 
filter should be changed every two years. 
 
Steering gear, roller chain for hose steering, roller chain 
for forward pull and cross track axle for hose steering 
must be greased in water-repellent grease. 
 
Control of tyre pressure. 
 
Steering bug should be changed every two years. 
 
7. Defects on the irrigation machine 
 
1. If the machine irrigates but does not drive: 

a. Control that it is set in gear. 
b. Control that the machine is pre-irrigating or pro- 
    irrigating. (See on display under menu 3). 
c. Control that the cock for pressure drop is closed. 
d. Control that the end stop feeler is in place.  
   (See on display under menu 2). 
 

 
e. Control that the tip switch is pressed downwards  
 to make the machine run. 
f. Control that the cock to free coupling is closed (at  
 the hydraulic motor). 
g. Control that the filter by the outtake to turbine is  
 not blocked. 
h. Control that the turbine runs easily. 

 
2. If the machine does not roll the hose correctly it might      
    be because: 

a. The hose steer needs adjustment. Dismounting 
 the chain from the hose steer to the cross track 

 axel does the adjustment. Then turn the cross  
 track axel until the hose steer again fits with  
 the hose. Now mount the chain again. 

b. The steering bug is worn out and needs to be  
 replaced. 
c. There is not enough pressure on the drum uptake. 
 (Require a fitter) 

 
3. The forced steering in front and back does not follow  
    and the forced steering spring on influence: 

a. There is a leak at the coupling or assembling, so 
that the oil has run out, and there is air in the 
system. 

b. The system needs to be aired. (Require a fitter). 
 
   
8. Technical data for FM 4800H double pump 
 
Hose PEL 110 mm: 
Capacity up to 75 m³ – length of hose from 500 to 675 m. 
 
Hose PEL 125 mm: 
Cap. up to 100 m³ – length of hose from 400 to 550 m. 
 
Dimensions of wheels: 
Rear wheel: 12,4” x 36" x 10 (ply) – air pressure: 2.9 bar  
Front wheel: 13,0”/75x16" x 10  (ply) – air pressure: 4.1 
bar 
 
Speed at 55 m³ and more: 20 - 70 metres/h. 
 
Weight – FM 4800H: 
Weight without water and with 675m 110mm hose:  
5000 kg. 
Weight with water and with 675m 110mm hose: 9300 kg. 
 
Gap between wheels: 
Standard:     2010 mm 
 
Gun:          Nelson SR 150 
 
Oil in rear axle assembly:  
25 litres 80/90 gear oil/gap between wheels:   2010 mm 
 
Oil in flat gear:                1,5 litres 80/90 gear oil 
Oil in gear with oil motor:            3,5 litres 80/90 gear oil 
                         (every 2. year) 
Hydraulic oil:         14 litres STATOIL Hydraway HM 100  
Grease for lubrication:             STATOIL Moly Way EP2    
      or similar. 
Machine dimensions: 
Width:                                                       230 cm 
Length without pull bar:                   608 cm  
Length with pull bar:                                    893 cm 
Height:                                                               397 cm 
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Optional extra equipment: 
Electric brakes with brake block. 
Solar charging 
Solid stop guard 
 
9. Technical data for FM 4900H w. double pump 
 
Hose PEL 110 mm: 
Capacity up to 70 m³ – length of hose from 675 to 800 m. 
 
Hose PEL 125 mm: 
Cap. up to 100 m³ – length of hose from 500 to 650 m. 
 
Dimensions of wheels: 
Rear wheel: 16,9/14 x 30" x 8 (ply) – air pressure: 1.7 bar  
Front wheel: 400/60 x 15,5" x 14(ply) – air pressure: 4.7 
bar  
 
Speed at 55 m³ or more: 20 - 45 metres/hour. 
 
Weight – FM 4900H: 
Weight without water and with 800m 110mm hose:  
6000 kg. 
Weight with water and with 800 m 110mm hose:  
11800 kg. 
 
Gap between wheels: 
Standard:       2010 mm 
 
Gun:             Nelson SR 150 
 
Oil in rear axle assembly:              25 litres 80/90 gear oil/  
               gap between wheels: 2010 mm 
Oil in flat gear:              1,5 liter 80/90 gearolie 
Oil in gear with oil motor:              3,5 litres 80/90 gear oil/ 
                            (every 2.year) 
 
Hydraulic oil:     14 litres STATOIL Hydraway HM 100  
Grease for lubrication:         STATOIL Moly Way EP2 
         or similar.         
 
Machine dimensions: 
Width:                   245 cm  
Length without pull bar:                     630 cm  
Length with pull bar:                915 cm 
Height:                                                                    419 cm 
 
Optional extra equipment: 
 
Electric brakes with brake block 
Solar charging 
Solid stop guard 
 























FM 4800H + 4900H fra maskin nr. 5986 /  FM 4800H + 4900H from  machine no. 5986 / 
FM 4800H + 4900H ab Maschinen-Nr. 5986 / FM 4800H + 4900H à compter de la Machine Nr. 5986 

4-1 

Pos. nr.   Best.. Nr.                                                                                                               Bemærkninger 
Pos. No   Part No Benævnelse          Description    Nomenclature            Remark           
Pos. No.  Ordre No.                                                                                                              Remarque 
________________________________________________________________________________________________________________________________________________
 1 1010020 Pariserhjul Hose Reel Bobine FM 4900H Ø3700 
 2 1010477 Kæde Roller Chain Chaîne 3/4" X7/16" X 268 LED FM4900H  
 2 1010478 Kæde                               Roller Chain                   Chaîne                            3/4" X 7/16"                   FM4800 H 
  3 1010027 Kædehjul Sprocket Wheel Pignon Ø110  3 /4” x 38Z   
 3 1010028 Kædehjul Sprocket Wheel Pignon Ø125  3 /4” x 37Z                     
 4 761070 Pinolskrue Allen Screw  Vis Allen M10 x 12 mm                         
 5 1010492 Lejehus Bearing Cap Cage roulement P 220                                     
 6 1010491 Leje Bearing Roulement UC 220 
 7 1010490 Leje, Komplet Ball Bearing, Complete Palier complet UCP 220 
 8 763590 Bolt Bolt Boulon M20 x 100 mm                        
 9 763750 Låsemøtrik       Nut Ecrou                             M16                                        
 10 1010558 Kædeskærm Shield Carter chaîne FM 4900H                                
 11 - Bolt Bolt Boulon M16 x 115 mm. 
 12 - Bolt Bolt Boulon M20 x 100 mm. 
  13           1010530         Stige                               Ladder                             Échelle                            3 stk. trin                                
 14 763600 Låsemøtrik Nut Ecrou M20                                        
 15 761116 Bolt Bolt Boulon M12 x 40 mm.                        
 16 1001087 Beslag Fittings Patte de fixation  
 17 36000151 Rør, Rustfri Tube Frête  
 18 630100 Tætningsring Nut Ring Joint (Souple) Ø100/120 x 10 mm. Blød       
 18 630101 Tætningsring Nut Ring Joint (Rigide) Ø100/120 x 10 mm. Hård       
 19 1010070 Bøjning Bend Coude                                                                                                    
 20 624101 O-ring Cap Joint torique 3,0 x 88.0 O-RING V. Ø90 RUSTF.BØSNING 
 21 1010150 Pariserhjul Hose Reel Bobine FM 4800H  Ø3480 
 22 2351278 Kædehjul, komplet Sprocket Wheel, Complete  Pignon                                                
 23 761276 Leje Bearing Roulement                                                
 24 761275 Aksel Axel Axe                                 Ø20 X 80 MM Rustfri                                             
 25 761061           Møtrik Nut Ecrou                              M12       
  26 570114           Fjeder Spring Ressort                           Ø1.75 x 110 mm 
 27 1008260 Låsepal Non-return (Hose Reel) Anti-retour de bobine                                                     
 28 761103 Bolt Bolt Boulon M16 x 90 mm                          
 29 763620 Bræddebolt Carriage Bolt Boulon M8 x 40 mm                           
 30 902120-1 Bremseklods Brake Lining Patin frein  
 31 902119 Bremsesko Fittings Support patin                                                
 32 761113 Bremsehåndtag Brake Lever Levier frein Højre                                      
 33 - Bolt Bolt Boulon M16 x 35 mm                          
 34 1008355 Aksel Axel Axe 
 35 761115 Bolt Bolt Boulon M12 x 35 mm                        
 36 1009335 Rør for bremse Tube, brake Tube, frein 
 37 761286 Smørenippel Grease Nipple Graisseur M6                                          
 38 1009337 Pomleje Coller Linings Bague nylon Ø25 mm.                                 
 39 763630 Bolt Bolt Boulon M10 x 55 mm. 
 40 1009275 Bremsearm Brake Lining Levier frein                                                                  
 41 761338 Kædeled Chain Link Maillon de chaîne Ø6,0 
 42 761110 Fjeder Spring Ressort Ø32 x ø6,0 x 180 mm            
 43 1010559 Kædeskærm Shield Carter chaîne FM 4800H                                                                               
 44 763750 Låsemøtrik Nut Ecrou M16  
 45 763605 Bolt Bolt Boulon M10 x 35 mm                                  
 46  Bolt Bolt Boulon M10 x 20 mm 
 47 16200732 Spændebånd Hose Clip Collier Ø104-112 mm. Ø110             
 47 16200735 Spændebånd Hose Clip Collier Ø122-130 mm. Ø125              
 48 763300 Kuglehåndtag Lever Ecrou M12 x 40 mm 
 49 2351277 Kædehjul  Sprocket Wheel Pignon 3/4" x 15 T 
 50 1010495 Låsering Snap Ring Circlip Ø 100 mm 
 51  Bolt Bolt Boulon M8 x 20 mm Rustfri                
 52 1010562 Label                       Label Autocollant                      FASTERHOLT                    
 53 1010545 Skærm,venstre Shield,left Carter, gauche FM4900H                               
 54 1010550 Navneplade Name Plate Plaque constructeur                                 
 55 1010540 Skærm Shield Carter    
 56 1010536         Skærm, højre Shield, right Carter , droit m. udskæring                         
 57 1010535         Skærm, venstre Shield, left Carter , gauche                                                
 58 1010520 Bundplade Bottom Plate Plaque du bas Aluminium                                                                    
 59 1010552 Label                               Label                               Autocollant                      FM 4900 HYDRO                            
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 60  763930           Hættemøtrik        Nut Ecrou                             M8                                                                                                                                             
 61  1010546 Skærm,højre Shield,right Carter, droit                   FM4900H 
 62  1010501 Inderskærm, højre Shield, right Carter, droit                           
 63  1010500 Inderskærm , venstre Shield, left Carter, gauche 
 64  763864 Låsemøtrik                      Nut  Ecrou                            M10                                        
  
 65  763727 Bolt Bolt  Boulon                          M10 x 25 Rundh. Indv.6-kant 
 66  763865 Låsemøtrik                      Nut  Ecrou                            M12                                             
 67  43110xxx Slange Hose  Polyéthylène                 Ø110 
 67  43125xxx Slange Hose  Polyéthylène                 Ø125 
 68  1010525 Topplade                         Top Plate                         Plaque du haut             Aluminium                              
  
 69  - Bræddebolt                      Bolt                                  Boulon                          M8 x 20 mm                            
 70             763863          Låsemøtrik                      Nut  Ecrou                            M8 
 71   1010556 Label                               Label                               Autocollant                    FM 4800 HYDRO   
 72  1010502 Skærm,venstre Shield,left Carter, gauche               FM4800H                               
 73  1010503 Skærm,højre Shield,right Carter, droit                   FM4800H                                  
  
 74  1010550-1 Label                       Label Autocollant                    FM 4900H    (Navneplade)     
 75  1010550-3 Label                       Label Autocollant                    FM 4800H    (Navneplade)           
 76  1010566 Label,  kpl.                 Label ,  cpl. Autocollant , cpl.           FM 4800H         
 77  1010567 Label,  kpl.                 Label ,  cpl. Autocollant , cpl.           FM 4900H                               
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DOBBELTPUMPE / DOUBLE POMPE / DOPPELPUMPE 
  
 1 1007443 Oliemotor Oil-engine Moteur hydraulique  
 2 1007536 Vinkel Angle Raccord coude 1/2" x Ø12 mm. 
 3 1008601 Slange Hose Tuyau 3/8" x 1600 mm. TRYK  2xØ12 Oml. 
     4 1008601 Slange Hose Tuyau 3/8" x 1600 mm. RETUR 2xØ12 Oml. 
 5 1007511 Stopklods for kuglehane      Stop block                            Butoir                          Ø40 / M12 X 35 MM.                      
 6 1008620 Vinkel Angle Raccord coude Ø15  x Ø15 Fast oml. 
 7 1007726 Nippel Nipple Réducteur 1/2" x Ø12 Skærering       
 8 1007510 Kuglehane Valve Vannel 3/8" x 2 vejs 
 9 1007518 Tee Tees Raccords T Ø12 x Ø12 Fast oml. x Ø12                     
 10 763300 Kuglehåndtag Lever Levier M12 x 40 mm.                                 
 11 761252 Låsemøtrik Nut Ecrou M 12 
 12 1008335 Håndtag Lever Brais levier                                                 
 13 1009262 Afstandsrør  Pipe Entretoise 3/8" x 13 mm. 
 14 761116 Bolt Bolt Boulon M12 x 40 mm.                            
 15 763330 Skive  Washer Rondelle Ø50/13 mm.                                    
 16 1009260 Stopstang Stoplever Biellette  
 17 761114 Bolt Bolt Boulon M10 x 25 mm.                               
  18 761115 Bolt Bolt Boulon M12 x 35 mm.                         
 19 1007525 Slange Hose Tuyau 1/2" x 650mm 1xØ15 Oml. 1x1/2"Udv. SUG 
 20 1010120 Bøjle Clamp Barre de dégagement                                                         
 21 761274 Fjeder Spring Ressort Ø3,5 x 250 mm.                               
 22 1005530 Magnet Magnet Aimant Ø20 x 10 mm. 
 23  Wire Steel Wire Câble Ø5 x 8580 mm 
 24 761012-1 Kouse Thimbles Oeillet Ø5 Rustfri 
 25 761013-1 Wirelås Wire Locks Serre cábels Ø5 Rustfri                                        
 26  801709 Skive Washer Rondelle 1/2"                                        
 27  - 
 28 1007544 Vinkel Angle Raccord coude 3/8" x Ø12 mm. 
 29 1007420 Vinkelflange Angle Raccord coude 1/2" 
 30 1007724 Nippel Nipple Réducteur 3/8" x Ø12 Skærering                      
 31 1007450 Kobling Coupling Accouplement pompe                                               
 32 1007110 Pumpeflange Pump-flange Carter  
 33 1007470 Gummiring Rubbering Rondelle accoupl                                                                         
 34 1007460 Kobling Coupling Accouplement turbine Udb. Ø15 mm.  
 35 195000V-1 Turbine Turbine Turbine 20/50 Venstre                                  
 36 1007484 Filterhus Filter Cap Cage filtre                           
 37 1007482 Løs filter Filter Filtre  
 38 1009395 Banjobolt Banjo Bolt Boulon banjo 3/8” 
 39 1007526 Nippel Nipple Réducteur 3/4" x Ø15  mm                            
 40 1007540 Vinkel Angle Raccord coude 3/4" x 3/4"                                        
 41 1007500 Dæksel Cap Bouchon - jauge 5/4"                                               
 42 1007490 Tank Oiltank Réservoir  
 43 195010 Kuglehane Valve Vanne 1/4" 
 44 763864 Låsemøtrik Nut Ecrou M10 
 45 763450 Bolt Bolt Boulon M5 x 45 mm                                     
 46 1007529 Nippel Nipple Réducteur 1/2" x Ø12 Fast  oml.                      
 47 763460 Bolt Bolt Boulon                                M6 x 25 mm. indv. 6-kant 
 48 761091 Låsemøtrik Nut Ecrou M6 
 49 763420 Bolt Bolt Boulon     M12 x 30 mm. 
 50 1007544 Vinkel Angle Raccords coude 3/8" x Ø12 mm.                                
 51 1007531 Tee Tees Raccords T Ø12 x Ø12 x Ø12 Fast oml.         
 52 1008609 Slange Hose Tuyau 3/8" x 1200 mm. RETUR  
 53 763460 Bolt Bolt Boulon M6 x 25 mm Indv. 6-kant                                   
 54 1010944 Hydraulikpumpe Kpl. Oil-pump Pompe hydarulique              2,2 cm3 og  1,7 cm3 
 55 890414 Nippel Nipple Réducteur 3/8" x Ø12 Fast  oml.                        
 56 1007528 Nippel Nipple Réducteur ¾” x 3/8" 
 57 1007440-1 Pakningssæt Gasket set Jeu de joints For Danfoss Motor                 
 58 1008622 Vinkel Angle Raccord coude Ø12  x Ø12  Fast oml. 
   59            1007508            Kuglehane                            Ball Valve                            Robinet à tournant sphérique    3/8 x 3 vejs 

 60 761090 Bolt Bolt Boulon M6 x 20 mm                                      
 61 763820 Bræddebolt Bolt Boulon M6 x 20 mm                                          

 62  Låsemøtrik Nut Ecrou M4 
 63 763518 Bolt Bolt Boulon M4 x 25 mm 

 64 1009347 Beslag, magnet Fitting, Magnet Patte de fixation, Aiment Ø20/10 mm Magnet 
 65 1010979 Nippel Nipple Réducteur  Ø12 Fast  oml.  x  ¼”  Indv. gev.                 
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DOBBELTPUMPE / DOUBLE POMPE / DOPPELPUMPE 
  
 66 761163-4 Manometer Manometer Manomètre 1/4 ” – 100 bar 
 67 1010970 Filter  Filter Filtre Højtryk 
 68 - O-ring Cap Joint torique                                                                        
 69 1013950 Ventil for oliemotor Valve Oil-engine Valve Moteur hydraulique 
 70 195255 Pasfeder                             Tongue                                Clavette                                4 X 4 X 28 MM. "A"                                                                         
  
 71  Bolt Bolt Boulon M8 x 70 mm Indv. 6-kant                                    
 72  1010988 Slange Hose Tuyau                                   3/8" x 3600 MM   m. 2xØ12 oml.  
 73 1008600 Slange Hose Tuyau 3/8" x 1050 mm.  
 74   1007516 Tee Tees Raccords T Ø15 x Ø15 x Ø15 Fast oml.    
 75 763860 Låsemøtrik Nut Ecrou M5                                                            
  
 76 1009390 Banjoblok Banjo Block Bloc hydraulique 
 77 1007544 Vinkel Angle Raccord coude 
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GEAR FOR SLANGEOPTRÆK / ENGRENAGE POUR RÉTRACTION DU TUYAU / GETRIEBE FÜR SCHLAUCH 
  
 1 1010916 Låseskive for aksel Lock Washer Rondelle 
 2 - Bolt Bolt Boulon                         M20 x 60 mm 
 3 - Bolt Bolt Boulon                         Unders.konisk Indv. 6-kant M8 x 20 mm  
 4 1008612 Slange Hose Tuyau                                       3/8" x 600 MM   m. 2xØ12 oml.  DRÆN 

 5 1010700 Gearkonsol Gear console                  Console                                                                                                 
  
 6 1013910 Gear                                Gear   Transmission                
 7 - Bolt Bolt Boulon                         M12 x 35 mm   
 8 - Bolt Bolt Boulon                         M10 x 80 mm  Rundh. m. indv. 6-kant 
 9 1013930 Oliemotor Oil-motor Moteur hydraulique     - 
 10 1010981 Slange Hose Tuyau                                       1/4" x1230MM 1X3/8"UDV. 1x3/8"INDV. Udluftning                                                      
  
 11 1007514 Slangeholder Hoseholder Fixation flexible           Ø16 x 16 mm 
 12 1008622 Vinkel Angle Raccord coude            Ø12 x Ø12 fast oml.             
 13 1010978 Nippel Nipple Réducteur                   1/4" x Ø12 mm                            
 14 1013830 Nippelrør Pipe Fitting Raccord                      1/4" x 120 mm                           
 15  763600 Låsemøtrik Nut Ecrou                           M20                                           __  
  
 16 1010988 Slange Hose Tuyau                          3/8" x 3600 MM  m. 2xØ12 oml.  
 17 1013831 Vinkel Angle Raccord coude           ¼”  muffe - muffe           
 18 1007724 Nippel Nipple Réducteur                   3/8" x Ø12 MM  
 19 1013940 Ventilblok Valve block Valve block - 
 20 1010979 Nippel Nipple Réducteur                   Ø12 FAST OML. x 1/4" INDV. G                                              
  
 21 761163-4 Manometer                      Manometer Manomètre                  1/4” 
  22 - Bolt Bolt Boulon                         M20 x 1.5 x 60 mm  Fingevind  
 23 1010930 Mangenotflange Flange Bride                            Ø250  
 24 - Låsemøtrik Nut Ecrou                           M20 x 1.5 Fingevind  
  25 763485 Bolt Bolt Boulon                         M12 x 50 mm                                   
 
 26 763865 Låsemøtrik Nut Ecrou                           M12                                                                                
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 1 1007578 Kasse Box Armoire 400 x 300 mm. 
 2 1007582-1 Nøgle Key Clé  
 3 1007585-1 Lås Lock Serrure For 400 x 300 kasse              
 4 1007549-5 Programregn Program Rain Program Rain                 Type 10  vers.6.5                  
 5 1009660 Ledningsrør Wire pipe Tube de câble Ø32 x 900 mm                                                                             
  
 6 1007554 Sikring Fuse Fusible                                                                          
 7 1007558 O-ring O-Ring Joint Torique ø3,5 x 2,0 mm.                      
 8 763820 Bræddebolt Bolt Boulon M6 x 20 mm                   
 9 1005530 Magnet Magnet Aimant Ø20 x 10 mm.                       
 10 1005535 Kabelforskruning Cabelscrew Presse étoupe PG. 9                                         
   
  11 1008265 Beslag Fittings Capteur                                                                                 
  12 1009255 Beslag for føler Fittings Support                                                                         
  13    1013827 Slangeholder Hoseholder                     Fixation flexible  33.3  mm                             
   14 - Skrue  Screw Vis M4 x 20 mm                          
 15 1007588 Montageplade Fittings Platine de montage                                                          
 
 16 763655 Bolt Bolt Boulon M8 x 25 mm.                            
 17 1007180 Motor Engine Moteur Electrique 12 v.                                         
 18 1007183 Stik Plug Connecteur                                                                        
 19 763863 Låsemøtrik Nut Ecrou M8 
 20 1007561 Føler dobbelt Feeler Capteur  3,6 meter                                   
 
 21 1007590 Beslag Fittings Support batterie                                                            
 22 1005521 Batteri Batterie Batterie 12 volt 12 amp.                       
 23 763795 Bolt Bolt Boulon M4 x 10 mm.                          
 24 763510 Bolt Bolt Boulon M4 X 20 mm.                         
 25 763430 Bolt Bolt Boulon M8 x 30 mm.                             
 
 26 762080 Solpanel sæt Solar panel set Kit Panneau solaire                                                     
 27 1005523 Solpanel Solar panel Panneau solaire                                                             
 28 1005523-3 Plader for solpanel Fittings Rails panneau solaire                                                   
 29 1005523-4 Holder for solpanel Fittings Support panneau solaire                                              
 29 1005523-11 Holder for solpanel Fittings Support panneau solaire  1/1-2006                                  
 
 30 - Låsemøtrik Nut Ecrou M4                      
  31 763785 Bolt m/undersænket  Bolt Boulon M6 x 20 mm. 
   hoved                                                                                                                                                             
 32 1007567 Ledning Grå Cabel Câble Regulering 3,6 M.                 
  33 1007565 Ledning Hvid Cabel Câble  Overtryk/Understop 5,5 M.                
  34 1007545 Pressostat Pressostat Pressostat 5,0 meter.                                 
  
 35 1005523-5 Ledning  sort Cabel Câble Med stik                                  
 36 1007560 Føler Feeler Capteur  3,6 meter                                
 37 1005522 Ladeapparat Battery Charger Chargeur de batterie 4 Amp  12V Batteri 
 38 761090 Bolt Bolt Boulon M6 X 20 mm. 
 39 761091 Låsemøtrik Nut Ecrou M6                                            
 
 40 1009347 Beslag, magnet Fitting, Magnet Patte de fixation, Aiment  Ø20/10 mm Magnet 
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 1 776000 Bolt Bolt Boulon M8 x 25 mm. 
 2 761614 Pakning Gasket Joint  
 3 778402 Låsemøtrik Nut Ecrou  
 4 776548 O-ring O-ring Seal Joint Torique  
 5 778475 O-ring O-ring Seal Joint Torique                                                
 6 778462 Bolt Bolt Boulon 3/8" x 115 UNC 
 7 778401 Bundstykke Flange Flasque  
 8 778461 Pakning Gasket Joint  
 9 778373  Tætningsring Nut Ring Ecrou  
 10 776253 Kugleleje Bearing Roulement                                                                        
 11 778405 Lejehus Bearing Housnig Logement Roulement  
 12 778372 Tætningsring Nut Ring Ecrou  
 13 778400 Bremseskive Disk Brake Disque frein  
 14 778371 Bremsebelægning Brake Lining Frein  
 15 778459 Lejerør Bearing pipe Tube                                                                             
   
 16 778474 Fjeder Spring Ressort  
 17 778473 Tætningsring Nut Ring Rondelle élastique  
 18 776849 Tee-bolt Bolt Molette  
 19 776371 Beslag Fitings Attache  
 20 778432 Stopklods Stop Counterclockwise Butée (Anti-Horaire)                                                         
 21 778431 Stopklods Stop Clockwise Butée (Horaire)  
 22 776565 Låsering Snap Ring Circlip Indv. Ø32 mm. 
 23 776602 Endedæksel Cap Bouchon  
 24 776563 O-ring O-ring Seal Joint-Torique Ø2,0 x 28,0 mm. 
 25 776603 Møtrik Nut Ecrou 7/16” UNF                               
 26 776598 Kugleleje Bearing Roulement    
 27 776600 Tætningsring Nut Ring Ecrou Ø15 x 32 x 7,0 mm.  
 28 776607 Afstandsrør Pipe Coussinets 
 29 778465 Aksel Axle Axe  
 30 776818 Bolt Bolt Boulon 1/4" x 20 UNC                         
 31 776060 Møtrik Nut Ecrou 1/4" UNC 
 32 778354 Drivkniv Vane/Spoon Bracket Brise jet  
 33 779229 Tospeed drivkniv Vane/Spoon Bracket Brise jet  
 34 778364 Drivarm Drive Arm Support 
 35 778139 Gummistop dæmper Bumber Pion                                                
 37 776070 Fladskive Tension Disk Rondelle 1/4" 
 38 778433 Vægtklods Counter Weight Contre-Poids  
 39 778125 Kontravægt Counter Weight Contre-Poids  
 40 778233 Dæksel Cap Bouchon  
 41 778272 Pakning Gasket Joint                                                                             
 42 778323-017 Låsering Snap Ring Circlip  
 43 776045 Låsering Snap Ring Circlip Indv. Ø40 mm. 
 44 776054 Kugleleje Bearing Roulement  
 45 778326 Afstandsrør Pipe Entretoise 
 46 776048 Tætningsring Nut Ring Rondelle Ø21 x 40 x 7 mm.                        
   
 47 778394 Omskifter arm Return Lever Levier de retour  
 48 776064 Møtrik Nut Ecrou 5/16" UNC 
 49 777029 Fladskive Tension Disk Rondelle 5/16" 
 50 776714 Split Split Pin Goupille Ø2,0 x 15 mm. 
 51 778197 Bolt Bolt Boulon                                                                        
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 52 778282 Aksel Axle Axe  
 53 778409 Fladskive, kobberskive  Tension Disk Rondelle Ø6,0 mm. 
 54 778446 Rør Pipe Biellette 
 55 778470 Fjeder Spring Ressort  
 56 778417 Aksel Axle Axe                                                
 
 57 778336 Skive  Tension Disk Rondelle  
 58 776580 Anslagsstift Restpadinsert Butoir  
 59 778311 Bolt Bolt Vis 
 60 778263 Dæksel Cap Bouchon  
 61 778265 Pakning Gasket Joint                                                
 
 62 778323-004 Låsering Snap Ring Circlip  
 63 778321 Leje  Bearing Roulement 
 64 778281 Afstandsrør  Pipe Entretoise 
 65 778317 Pakning Gasket Joint Ø9,0 x 22 x 5,0 mm. 
 66 778193 Stift Split Pin Goupille                                                                        
 67 778320 Split Split Pin Goupille  
 69 778448 Plade Sheet Patte  
 70 778274 Aksel Axle Axe  
 71 776931 Låsestift Split Pin Goupille Ø3,2 x 20 mm. 
 72 776089 Prop Plug Bouchon                                                                       
 
 73 778497 Dyserør Elbowsecon Sortie buse  
 74 776059 Bolt Bolt Boulon 1/4" x 32 mm. UNC 
 75 778511 Pakning Gasket Joint  
 76 778322 Split Split Pin Goupille  
 77 778277 Rulle Roller Roulette                                                                        
 
 79 778276 Aksel Axle Axe  
 81 778410 Arm Revwrse Rod Bras de retour  
 82 778451 Kpl. Omskifter Trip Lever Assy. Système retour complet 
 83 778408 Bolt Bolt Boulon 5/16" x 25 UNC 
 84 778460 Pakning Gasket Joint                                                                             
 
 85 778587 Strålerør Elbow/Range Tube Embase canon 
 86 770145 Kanon, kpl. Sprinkler, complete  Sprinkler,compléte Nelson SR-150 m. 1 stk. dyse 
 87 761295 Dysenøgle Nozzle Wrench Clé pour buses SR 150                                  
                                                      

Dyser - Nozzles – Buse - Düsen  ( Nelson SR 150 ) 
 

 770148                   0.60 
 770150                   0.70 
 770152                   0.75 
 770155                   0.80 
 770157                   0.85 
 770160                   0.90 
 770162                   0.95 
 770165                   1.00 
 770170                   1.10 
 770175                   1.20 
 770180                   1.30
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