Diisentabellen fiir die Nelson SR150, 21°:

Zahlen enthnommen aus www.nelsonirrigation.com

12

Druck 18 mm 19 mm 20 mm 21 mm 22 mm 23 mm 24 mm
(bar} m3/h Radius mi/h Radius m3/h Radius | mh Radius m3/h Radius m/h Radius m?/h Radius
(m) (m) {m) {m) {m) {m) {m)
3,5 20,2 36,5 22,7 38,0 25,4 39,0 28,0 4,0 30,9 41,5 34,1 42,5 37,5 44,0
40 | 216 | 380 24,3 39,0 27,1 | 40,5 29,9 415 | 330 | 430 | 364 | 440 | 40,1 | 455
a5 | 229 | 390 | 257 | 405 | 287 | 415 |31,7| 430 |350 | 445 | 386 | 460 | 425 | 47,0
50 | 242 | 400 |271| 415 [ 303 | 430 [334]| 445 | 36,9 | 46,0 | 40,7 | 470 | 44,8 | 485
5,5 25,3 41,5 28,5 43,0 31,7 44,0 35,1 45,5 38,7 47,0 42,6 48,5 47,0 50,0
60 | 265 | 425 | 298| 440 |[331| 455 |[366| 470 | 404 | 485 | 445 | 500 | 49,0 | 51,5
Druck 25 mm 26 mm 27 mm 28 mm 29 mm 30 mm 31 mm
(bar) [“ma/n | Radius | m/h | Raedius | m/h | Radius | m’/h | Radius | m*/h | Radius | m*h | Radius | m%h | Radius
{m) (m}) {m) {m) {m) (m) (m)
35 [ 410 450 [448| 460 | 490 475 |533| 485 | 579 | 500 | 628 | 510 [ 678 | 520
40 | 438 | 465 | 478 | 480 | 52,3 | 49,0 |570| 50,5 | 619 52,0 67,1 53,0 72,5 54,0
45 | 46,5 | 485 | 50,7 | 49,5 | 555 | 51,0 | 60,5| 52,0 | 657 53,5 71,2 54,5 76,9 56,0
50 | 49,0 | 50,0 |535| 510 |585| 52,5 |638| 540 | 69,2 55,0 75,1 56,5 81,1 57,5
55 | 514 | 510 |51 | 525 | 614 | 540 | 669 | 555 | 72,6 57,0 78,7 58,0 85,0 59,5
60 | 53,7 | 525 |586 | 540 |641 ]| 555 |699| 565 | 758 58,0 82,2 59,5 88,8 61,0
Druck 32 mm 33 mm 34 mm
(bar) m3/h Radius m?/h Radius m?/h Radius :
{m) {m) {m) e
35 | 731 | 53,0 78,7 54,0 84,5 55,0 A
4,0 78,1 55,0 84,2 56,0 90,3 57,0
45 | 82,9 | 570 | 893 | 580 | 958 | 59,0 | m ”£‘ 50”
5,0 87,4 59,0 94,1 60,0 101,0 60,5 e
5,5 91,6 60,5 97,8 61,5 105,9 62,5
6,0 95,7 62,0 103,0 63,0 110,6 64,0




